
WIPER AND WASHER  –  FRONT WIPER MOTOR WW–23
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BODY ELECTRICALWIPER AND WASHERFRONT WIPER MOTOR
COMPONENTS

25 (255, 18)
ANTENNA 
ORNAMENT

COWL TOP VENTILATOR 
LOUVER SUB-ASSEMBLY

FRONT FENDER SIDE 
PANEL UPPER LH

FRONT FENDER SIDE 
PANEL UPPER RH

FRONT WIPER ARM AND 
BLADE ASSEMBLY LH

FRONT WIPER ARM AND BLADE 
ASSEMBLY RH

ROOF ANTENNA POLE SUB-ASSEMBLY

25 (255, 18)

25 (255, 18)

x7

N*m (kgf*cm, ft*lbf)  : Specified torque

FRONT WIPER ARM AND BLADE 
ASSEMBLY RH (CENTER SIDE)

WINDSHIELD WIPER ARM COVER

WINDSHIELD WIPER ARM COVER

WINDSHIELD WIPER ARM COVER
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WW–24 WIPER AND WASHER  –  FRONT WIPER MOTOR

WW
COWL TOP VENTILATOR LOUVER LH

COWL TOP VENTILATOR LOUVER RH

FRONT WIPER MOTOR

FRONT WIPER MOTOR AND LINK

N*m (kgf*cm, ft*lbf)  : Specified torque

7.0 (71, 61 in.*lbf)

7.0 (71, 61 in.*lbf)

7.0 (71, 61 in.*lbf)

7.5 (76, 66 in.*lbf)

x3

x4

x2
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WIPER AND WASHER  –  FRONT WIPER MOTOR WW–25
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ON-VEHICLE INSPECTION
1. INSPECT FRONT WIPER MOTOR

(a) Check the automatic stop position.
(1) Operate the front wiper motor, then stop the 

operation.
(2) Check the automatic stop position when the 

front wiper motor operation has stopped.
Standard:

Front wiper arm stops in the position 
shown in the illustration.

Driver Side:

Center Side:

Same as Center Blade Height

Passenger Side:

Mark for Blade Position

Mark for Blade Position
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