SEAT BELT WARNING SYSTEM

PRECAUTION

1. DISCONNECT AND RECONNECT CABLE OF NEGATIVE BATTERY TERMINAL
   (a) Before performing electronic work, disconnect the cable from the negative (-) battery terminal in order to prevent it from shorting and burning out.
   (b) When disconnecting and reconnecting the battery cable, turn the ignition switch OFF and headlight dimmer switch OFF. Then loosen the terminal nut completely. Be careful not to damage the cable or terminal.
   (c) When the battery cable is disconnected, the settings of the clock and radio, memory of DTCs, etc. are erased. Before disconnecting the battery cable, take notes of the settings and memory.

   NOTICE:
   When disconnecting the cable from the negative (-) battery terminal, initialize the following system(s) after the cable is reconnected.

<table>
<thead>
<tr>
<th>System Name</th>
<th>See procedure</th>
</tr>
</thead>
<tbody>
<tr>
<td>Meter / gauge system</td>
<td>See page ME-10</td>
</tr>
</tbody>
</table>
PARTS LOCATION

COMBINATION METER ASSEMBLY

FRONT DRIVER SEAT BELT WARNING LIGHT

INTEGRATION CONTROL AND PANEL ASSEMBLY

DLC3

MAIN BODY ECU (DRIVER SIDE J/B)

CENTER AIRBAG SENSOR ASSEMBLY

FRONT PASSENGER SEAT BELT WARNING LIGHT